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Furnish and install coupling nuts and bolt extensions,
together with cutting and rethreading of existing anchor
bolts, shall be included with CONCRETE SUPERSTRUCTURE.

Proposed light standard,
see electrical plans

* 1" ¢ Anchor bolt extension with
3-flat washers, 1-regular nut
& I-locknut for each boit

Light std. base plate,
see electrical plans

Top of parapet N
\ «

Varies: S | B
6" Type A Repair H ]
I'-6" Type B Repair —-—/ S

N

8"
Projection

N— Isolation pad and leveling plate,
see electrical plans

1" Heavy Hex Coupling Nut
see Detail A this sheet, typ.
Existing anchor bolts

heconsfrucfed parapet

PROPOSED LIGHT STANDARD MOUNTING
FOR TYPE A AND B REPAIR

* Anchor bolt extension ABE-1, Type A Repair
Anchor bolt extension ABE-2, Type B Repair

Existing aluminum Existing aluminum railing

3, ¢ Bolts, 4 required, with

railin st
g po hex nuts and std. flot washers, € Proposed
all stainless steel
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[r;side facre/ 31, N I 4 ! Ia" 2 - Bars 5" x 2b" x 65"
of parape "t 6L provide B¢ " ¢ holes, each end
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SECTION VAT [ON

ALUMINUM RAILING POST REPAIR

w— —

AT TYPE_B AND C CONCRETE REPAIRS

Use existing railing post base as template to locate
new anchorage.

Replacement of anchors at existing railing post shall
be included with CONCRETE SUPERSTRUCTURE.

New anchorage required at 6 locations. 2 per location,
total of 12 required.
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Proposed light standard,
see electrical plans

Light std. base plate,
see electrical plans

Top of parapet —\

I" ¢ Anchor bolf with

3-flat washers, I-regular nut
& I-locknut for each bolt,
see detail below

2"
8"
Projection

\— Isolatioh pad and leveling plate,
see electrical plans

\ Reconstructed parapet

1eon

PROPOSED LIGHT STANDARD MOUNTING
FOR TYPE C REPAIR

AASHTO M291 Grade A, C,
or DH, hot dip galvanized
with 2%" body length,

Top of existing concrete standard 1" NC pitch,

at removal line —\ 48 required
[]

NExisﬁng 1" ¢ anchor bolt
ot in bridge parapet

1" ¢ Anchor bolt extension \I | 1" Heavy hex coupling nut,

Locknut & 2 washers
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Nut & washer

3 e’ 3'/
Thread |
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ANCHOR BOLT
I"® ASTM F 1554 Grade 105
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[ Locknut & 2 washers

11_ 0 "
ail- thread

~— Nut & washer

ANCHOR BOLT EXTENSION ABE-]

1" 9 Anchor bolf extension,

ASTM F 1554 Grade 105, hot dip
galvanized with the threads chased
after galvanizing, standard 1" NC pitch,
32 required

Locknut & 2 washers

Nut & washer

all-thread

ANCHOR BOLT EXTENSION ABE-2

1" ® Anchor bolf extension,

ASTM F 1554 Grade 105, hot dip
galvanized with the threads chased
after galvanizing, standard 1" NC pitch,
16 required ‘

BILL OF MATERIAL

Anchor Bolt 1" ¢ Each 8

LIGHT STANDARD
SUPPORT DETAILS - 2
[-270 EBL AND WBL OVER THE
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